




description

1M (3ft) Display Port (male/female)

2M (6ft) Display Port (male/female)

4M (13ft) Display Port (male/female)

model

AT16020-1

AT16020-2

AT16020-4
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Cables  >  DisplayPort & Mini DisplayPort Cables and Adapters

Atlona’s DisplayPort™ cables feature a small USB-sized latching connector, two-way display connectivity, optional audio 
support, higher performance than dual link DVI at 10.8 Gigabits per second, and a unique micro-packet architecture that 
enables new display features. DisplayPort™ supports a maximum of 10.8 Gbit/s data rate and WQXGA (2560x1600) 
resolution over a 15 meter cable.

• DisplayPort offers full digital audio support (up to eight channels)
• Supports the DPCP (DisplayPort Content Protection) standard in     
  addition to HDCP
• Works with any DisplayPort-enabled desktops, laptops or monitors
• Smaller connector footprint than either DVI or VGA
• Supports color depth of 6, 8, 10, 12, and 16 bits per component
• Latching connector provides a secure connection that will not “slip” out

Features:

• Supported Resolutions: HDTV (all resolutions up to 
  1080p) Computer: (all resolutions up to WQXGA 2560x1600)
• Lane bandwidth: (1.62 – 2.7 Gbit/s)
• Digital Audio: supports all digital audio formats including Dolby    
  TrueHD and DTS-HD Master Audio
• 24k Gold plated connectors
• 30AWG High-Purity Oxygen Free Copper conductors
• High-Density triple shielding for maximum rejection of EMI and RFI
• RoHS Rated
• UL CL2 Certified
• Black color

Specifications:

PROFESSIONAL DISPLAYPORT CABLES

MODEL: AT16010 (M/M)

description

1M (3ft) Display Port (male/male)

2M (6ft) Display Port (male/male)

4M (13ft) Display Port (male/male)

5M (15ft) Display Port (male/male)

7M (23ft) Display Port (male/male)

10M (33ft) Display Port (male/male)

model

AT16010-1

AT16010-2

AT16010-4

AT16010-5

AT16010-7

AT16010L-10

MODEL: AT16020 (M/F) 

Atlona Mini-DVI male to HDMI Female Adapter
MODEL: AT13020

Atlona Mini DisplayPort male to HDMI female Adapter for Mac
MODEL: AT13026

Atlona Mini DisplayPort male to DVI female 
Adapter for Mac

MODEL: AT13027

Atlona Display Port Female to Mini Display Port Male Adapter
MODEL: AT13029

Atlona Display Port Female to 
Mini Display Port Female Adapter

MODEL: AT13030

Atlona Mini Display Port Male/Female 
Extension Cable

MODEL: AT13031-2 6FT 

Atlona Mini Display Port Male/Male Cable
MODEL: AT13032-2 6FT 

Atlona Mini Display Port +USB 
Male/Female Extension Cable

MODEL: AT13033-2 6FT



Cables  >  DisplayPort & Mini DisplayPort Cables and Adapters  >  Mini DisplayPort Fiber cables

Cables  >  USB Cables
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MODEL: AT-F13044L 

MODEL: AT11012

• Supports 10.8Gbps over a single cable and color depth as great as 16bits  
  (48bits/pixel) per color channel 
• Supports Extremely High Resolution of WQXGA (2560x1600) 
• Compatible with all Mini DisplayPort and DisplayPort gear 
• No power supplies needed, power is taken from the computer's 
  Mini DisplayPort Output 
• Hot plug detect function, allows display to always turn on when computer  
  get's powered on
• DPCP and HDCP compliant 
• EDID pass through

Features:

• Input: Mini DisplayPort Male or DisplayPort Male (adapter is included) 
• Output: Mini DisplayPort Female or Mini DisplayPort Male or DisplayPort     
  Male or DisplayPort female (adapters are included) 

Specifications:

MINI DISPLAYPORT/DISPLAYPORT FIBER CABLES

USB CABLES

description

10M (33ft) Mini DisplayPort Fiber Cable

20M (66ft) Mini DisplayPort Fiber Cable

30M (100ft) Mini DisplayPort Fiber Cable

40M (132ft) Mini DisplayPort Fiber Cable

50M (165ft) Mini DisplayPort Fiber Cable

170M (230ft) Mini DisplayPort Fiber Cable

100M (330ft) Mini DisplayPort Fiber Cable

model

AT-F13044L-10

AT-F13044L-20

AT-F13044L-30

AT-F13044L-40

AT-F13044L-50

AT-F13044L-70

AT-F13044L-100

description

6FT USB 3.0 Cable A/A (MALE TO MALE)

10FT USB 3.0 Cable A/A (MALE TO MALE)

model

AT11012-2

AT11012-3

MODEL: AT11014

description

6FT USB 3.0 CABLE A/B (MALE TO MALE)

10FT USB 3.0 CABLE A/B (MALE TO MALE)

model

AT11014-2

AT11014-3



NEWNEW
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Cables  >  Audio/Video/VGA/YPbPr Cables

MODEL: AT22050

• 24k gold plated connectors
• High-Purity OFC conductors
• High-Density shielding
• RG-6 cable construction
• Nylon sleeve
• RoHS rated
• CL2 rated
• Lifetime warranty
• Available in: 1m, 2m and 4m (3ft, 6ft and 13ft)

Features:

SACD MULTICHANNEL AUDIO CABLE
MODEL: AT19052

• 24k gold plated connectors
• High-Purity OFC conductors
• High-Density shielding
• Nylon sleeve
• RoHS rated
• CL2 rated
• Lifetime warranty
• Available in: 1m, 2m, 4m, 5m, 7m,10m, 15m 
  (3ft, 6ft, 13ft, 16ft, 23ft, 33ft, 49ft)

Features:

S-VIDEO CABLE (4-PIN)

MODEL: AT19062

• 24k gold plated connectors
• High-Purity OFC conductors
• High-Density shielding
• RG-6 cable construction
• Nylon sleeve
• RoHS rated
• CL2 rated
• Lifetime warranty
• Maximum resolution: 1080p
• Available in: 1m, 2m, 4m, 5m, 7m,10m, 15m 
  (3ft, 6ft, 13ft, 16ft, 23ft, 33ft, 49ft)

Features:

COMPONENT VIDEO CABLE
MODEL: AT19067

• 24k gold plated connectors
• High-Purity OFC conductors
• High-Density shielding
• RG-6 cable construction
• Nylon sleeve
• RoHS rated
• CL2 rated
• Lifetime warranty
• Maximum resolution: 1080p
• Available in: 1m, 2m, 4m (3ft, 6ft, 13ft)

Features:

COMPONENT VIDEO + STEREO AUDIO CABLE

MODEL: AT19072

• 24k gold plated connectors
• High-Purity OFC conductors
• High-Density shielding
• Nylon sleeve
• RoHS rated
• CL2 rated
• Lifetime warranty
• Maximum resolution: 1920x1200 (1080p)
• Designed to work with component video signal on VGA
• Available in lengths of: 1m, 2m, 4m, 5m, 7m, 10m, 15m 
  (3ft, 6ft, 13ft, 16ft, 23ft, 33ft, 49ft)

Features:

VGA TO COMPONENT VIDEO CABLE
MODEL: AT19082 

• 24k gold plated connectors
• High-Purity OFC conductors
• High-Density shielding
• Nylon sleeve
• RoHS rated
• CL2 rated
• Lifetime warranty
• Maximum resolution: 1920x1200 (1080p)
• Available in lengths of: 1m, 2m, 4m, 5m, 7m, 10m, 15m, 23m, 30m
  (3ft, 6ft, 13ft, 16ft, 23ft, 33ft, 49ft, 75ft, 100ft)

Features:

VGA TO 5-BNC (RGBHV) VIDEO CABLE

MODEL: AT18012

• 24k gold plated connectors
• High-Purity OFC conductors
• High-Density shielding
• Nylon sleeve
• RoHS rated
• CL2 rated
• Lifetime warranty
• Maximum resolution: 2048x1536
• Designed to work with Analog DVIapplications
• Available in: 1m, 2m, 4m, 5m, 7m,10m 
  (3ft, 6ft, 13ft, 16ft, 23ft, 33ft)

Features:

VGA TO DVI-I CABLE MODEL: AT18010

   • Available in: 2m, 3m, 5m, 8m, 10m, 15m, 23m, 30m 
     (6ft, 10ft, 15ft, 25ft, 35ft, 50ft, 75ft, 100ft)

• 24k gold plated connectors
• High-Purity OFC conductors
• High-Density shielding
• Nylon sleeve
• RoHS rated
• CL2 rated
• Lifetime warranty
• Maximum resolution: 2048x1536
• Available in: 1m, 2m, 4m, 5m, 7m, 10m, 15m, 23m, 30m 
  (3ft, 6ft, 13ft, 16ft, 23ft, 33ft, 49ft, 75ft, 100ft)

 

Features:

VGA CABLE

MODEL: AT18014

VGA WITH STEREO AUDIO CABLE MALE/MALE CL2/CL3



Cables  >  Audio/Video/VGA/YPbPr Cables

MODEL: ATVL-AV

• 24k gold plated connectors
• High-Purity OFC conductors
• High-Density shielding
• RoHS rated
• RG-59 Video cable construction
• RG-58 Audio cable construction
• Lifetime warranty
• Available in: 1m, 2m, 4m (3ft, 6ft,13ft)

Features:

COMPOSITE VIDEO CABLE+STEREO AUDIO

MODEL: ATVL-COMP

• 24k gold plated connectors
• High-Purity OFC conductors
• High-Density shielding
• RG-59  cable construction
• RoHS rated
• Lifetime warranty
• Available in: 1m, 2m, 4m 
(3ft, 6ft,13ft)

Features:

COMPONENT VIDEO CABLE

MODEL: ATVL-SR

• 24k gold plated connectors
• High-Purity OFC conductors
• High-Density shielding
• RoHS rated
• Lifetime warranty
• Available in: 1m, 2m and 4m 
(3ft, 6ft and 13ft)

Features:

COMPOSITE VIDEO TO S-VIDEO CABLE

MODEL: ATVL-VID

• 24k gold plated connectors
• High-Purity OFC conductors
• High-Density shielding
• RoHS rated
• RG-59  cable construction
• Lifetime warranty
• Available in: 1m, 2m and 4m (3ft, 6ft and 13ft)

Features:

COMPOSITE VIDEO CABLE

MODEL: ATVL-DC

• 24k gold plated connectors
• High-Purity OFC conductors
• High-Density shielding
• RG-6 cable construction
• RoHS rated
• Lifetime warranty
• Available in: 1m, 2m and 4m (3ft, 6ft and 13ft)

Features:

DIGITAL COAXIAL AUDIO CABLE

MODEL: ATVL-SV 

• 24k gold plated connectors
• High-Purity OFC conductors
• High-Density shielding
• RoHS rated
• Lifetime warranty
• Available in: 1m, 2m and 4m 
(3ft, 6ft and 13ft)

Features:

S-VIDEO CABLE (4-PIN)

MODEL: ATVL-SUB

• 24k gold plated connectors
• High-Purity OFC conductors
• High-Density shielding
• RoHS rated
• “Y” adapter included
• Lifetime warranty
• Available in: 1m, 2m and 4m (3ft, 6ft and 13ft)

Features:

SUBWOOFER CABLE

MODEL: ATVL-AUD

• 24k gold plated connectors
• High-Purity OFC conductors
• High-Density shielding
• RoHS rated
• Lifetime warranty
• Available in: 1m, 2m and 4m 
(3ft, 6ft and 13ft)

Features:

STEREO AUDIO CABLE

MODEL: ATVL-OPT • High-Purity optical grade fiber
• Polished ienses
• Micro convex ends
• RoHS rated
• Lifetime warranty
• Available in: 1m, 2m and 4m (3ft, 6ft and 13ft)

Features:FIBER OPTIC AUDIO CABLE
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• Available in: 6FT, 12FT (2M, 4M) • Available in: 0.3FT (0.1M)

Cables  >  Audio/Video/VGA/YPbPr Cables

MODEL: ATS21051
• Available in: 2m, 3m, 5m, 8m, 10m, 15m, 23m, 30m 
  (6ft, 10ft, 15ft, 25ft, 35ft, 50ft, 75ft, 100ft) 

1/8” MALE TO 1/8” MALE STEREO CABLE

MODEL: ATS21052
• Available in: 12FT, 25FT (4M, 8M)

1/8” MALE TO 1/8” FEMALE STEREO CABLE

MODEL: ATS21053
• Available in: 6FT (2M)

1/8” MALE TO DUAL RCA FEMALE CABLE

MODEL: ATS21054 
• Available in: 2m, 3m, 5m, 8m, 10m, 
  15m, 23m, 30m  (6ft, 10ft, 15ft, 
  25ft, 35ft, 50ft, 75ft, 100ft) 

1/8” MALE TO DUAL RCA MALE CABLE

MODEL: ATS21056

RCA MALE TO DUAL RCA FEMALE CABLE

MODEL: ATS21057

RCA FEMALE TO DUAL RCA MALE CABLE

MODEL: ATS19022
• Available in: 0.3FT (0.1M) • Available in: 3FT, 6FT, 12FT ( 1M, 2M, 4M )

RCA FEMALE TO S-VIDEO MALE CABLE

MODEL: AT19032

• Available in: 6FT, 12FT (2M, 4M)

3 RCA TO 3.5MM MINI CABLE

MODEL: AT19010

SCART TO SCART VIDEO CABLE
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Adapters & Connectors  >  Audio/Video & Speaker Adapters, Connectors, Couplers & Bulk Wires

SKU: AT14040, TYPE: M TO F
SKU: AT14041, TYPE: F TO M

HDMI TO DVI ADAPTER

SKU: AT14042
TYPE: HDMI F-F

HDMI COUPLER

SKU: AT14043
TYPE: DVI F-F

DVI-I COUPLER

SKU: 14-044
TYPE: M1-M TO DVI-F

M1-DA TO DVI ADAPTER

SKU: 14-045
TYPE: M1-M TO HDMI-F

M1-DA TO HDMI ADAPTER

SKU: AT14046
TYPE: TYPE A (F) – TYPE C (M)

 6-INCH HDMI TYPE C MALE TO HDMI TYPE A FEMALE ADAPTER

SKU: 50-402
TYPE: M1-M TO DVI-M

2M (6.6FT) M1-DA TO DVI CABLE

SKU: 50-410
TYPE: M1-M TO DVI-M

10M (33FT) M1-DA TO DVI CABLE

SKU: 50-502
TYPE: M1-M TO HDMI-M

2M (6.6FT) M1-DA TO HDMI CABLE

SKU: 50-510
TYPE: M1-M TO HDMI-M

10M (33FT) M1-DA TO HDMI CABLE

SKU: AT19072-AD
TYPE: 0.3FT (0.1M) 
VGA-F TO YUV-M

VGA TO COMPONENT ADAPTER

SKU: AT19082-AD
TYPE: 0.3FT (0.1M) 
VGA-F TO BNC-M

VGA TO 5-BNC (RGBHV) ADAPTER

SKU: 07-056
TYPE: RCA-F TO RCA-F

RCA COUPLER

SKU: 07-057
TYPE: 2 RCA-F TO 2 RCA-F

DUAL RCA COUPLER

SKU: 07-058
TYPE: 3 RCA-F TO 3 RCA-F

TRIPLE RCA COUPLER

(RGB COLOR CODED)
SKU: 07-058RGB
TYPE: 3 RCA-F TO 3 RCA-F

TRIPLE RCA COUPLER

SKU: 07-059
TYPE: S-VIDEO-F TO S-VIDEO-F

S-VIDEO COUPLER

(COAX THREADED TYPE)
SKU: 07-062
TYPE: COAX-F TO COAX-F

RF COUPLER

SKU: 18-027
TYPE: VGA-F TO VGA-F

VGA COUPLER (GENDER CHANGER)

SKU: AT12114, 50FT 14AWG WHITE
SKU: AT12116, 50FT 16AWG WHITE
SKU: AT12210-AT12216
STANDARD: 10AWG-16AWG

FLAT AND ROUND SPEAKER CABLE
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Adapters & Connectors  >  Audio/Video & Speaker Adapters, Connectors, Couplers & Bulk Wires

SKU: ATRG6S
TYPE: SOLID CONDUCTOR,
DOUBLE SHIELDED,
BLACK AND WHITE

SINGLE RG-6 CABLE (BULK)

SKU: ATRG6D
TYPE: SOLID CONDUCTOR,
DOUBLE SHIELDED,
BLACK AND WHITE

DUAL RG-6 CABLE (BULK)

SKU: ATRG6T
TYPE: SOLID CONDUCTOR,
DOUBLE SHIELDED,
BLACK AND WHITE

TRIPLE RG-6 CABLE (BULK)

(SOLDER TYPE)
SKU: AT12004
COLORS: RED, GREEN, BLUE, WHITE
TYPE: RCA-M

RCA CONNECTORS

SKU: AT12005
TYPE: BNC-M

BNC CONNECTOR (SOLDER TYPE)

(SOLDER TYPE)
SKU: AT12006
TYPE: RF-M

F CONNECTOR (NTSC / RF)

SKU: 90051G
TYPE: BNC-F TO RCA-M

BNC TO RCA ADAPTER

SKU: 90064G
TYPE: RCA-F TO BNC-M

RCA TO BNC ADAPTER

SKU: AT-OPT-FF
TYPE: TOSLINK-F TO TOSLINK-F

OPTICAL COUPLER

SKU: AT100023
COLORS: RED, BLACK

DUAL BANANA PLUG

(REAR ENTRY)
SKU: AT100081RB
WIRE GAUGE: 10 AWG - 18AWG

SPEAKER PIN CONNECTORS

SKU: AT100082RB
WIRE GAUGE: 12 AWG - 18 AWG

BANANA PLUGS (REAR ENTRY)

SKU: AT100083RB
WIRE GAUGE: 10 AWG - 16 AWG

BANANA PLUGS (SIDE ENTRY)

SKU: AT100084RB
WIRE GAUGE: 11 AWG - 18 AWG

BANANA PLUGS (REAR ENTRY)

(REAR AND SIDE ENTRY)
SKU: AT100085RB
WIRE GAUGE: 12 AWG - 18 AWG (rear)
WIRE GAUGE: 8 AWG - 16 AWG (side)

BANANA PLUGS

SKU: AT100086RB
WIRE GAUGE: 14 AWG - 18 AWG

BANANA PLUGS (REAR ENTRY)

(REAR ENTRY)
SKU: AT100088
WIRE GAUGE: 4 AWG - 18 AWG

LOCKING BANANA PLUGS

www.atlona.com | toll free: 1-877-536-397651

SKU: AT100041
ACCEPTS: SPADE CONNECTORS, 
BANANA PLUGS AND SPEAKER WIRE

BINDING POSTS



Accessories  >  Wall Plates 

FOR 1 SPEAKER
SKU: AT80020

HIGH-QUALITY WALL PLATE

FOR 2 SPEAKERS
SKU: AT80040

HIGH-QUALITY WALL PLATE

FOR 3 SPEAKERS
SKU: AT80060

HIGH-QUALITY WALL PLATE

FOR 4 SPEAKERS
SKU: AT80080

HIGH-QUALITY WALL PLATE

FOR 5 SPEAKERS
SKU: AT80100

HIGH-QUALITY WALL PLATE

WITH SUBWOOFER INPUT
SKU: AT80120-RCA

6 SPEAKER WALL PLATE

WITH SUBWOOFER INPUT
SKU: AT80140-RCA

7 SPEAKER WALL PLATE

MODEL: AT80COMP3
Color Coded for Component Video 
wall plate, but can also be used for 
other applications such as a/v.

(3-RCA) COMPONENT VIDEO WALL PLATE

WITH ANALOG AUDIO
MODEL: AT80COMP5
Atlona Component video 5-RCA
wall plate.

(5-RCA) COMPONENT VIDEO WALL PLATE
MODEL: AT80COMP7
Component w/Analog/Digital Audio
Wall Plate with 6 RCA jacks.

COMPONENT VIDEO WITH ANALOG/DIGITAL AUDIO 

MODEL: AT80COMP6
Dual Component Video Wall Plate
with 6 RCA jacks.

DUAL COMPONENT VIDEO WALL PLATE

WALL PLATE
MODEL: AT80CHD-1

HDMI + COMPONENT WITH AUDIO WALL PLATE

(WHITE COLOR)
SKU: AT80HDMI-1

SINGLE PORT HDMI™ WALL PLATE

(WHITE COLOR)
SKU: AT80HDMI-2

DUAL PORT HDMI™ WALL PLATE

(WHITE COLOR)
SKU: AT-80140HD

ATLONA 7.1 SPEAKER WALL PLATE + 
SUBWOOFER INPUT AND 1 X HDMI ( 3 GANG )

(WHITE COLOR)
SKU: AT-80120HD 

ATLONA 6.1 SPEAKER WALL PLATE + SUBWOOFER INPUT 
AND 2 X HDMI ( 3 GANG )

WALL PLATE ( WHITE COLOR )
MODEL: AT80HDCOMP

SINGLE PORT HDMI™ WITH COMPONENT VIDEO
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Generators  >  3G/HD/SD SDI Generators

Monitors 

MODEL: AT-DIS7-HD

The Atlona AT-DIS7-HD is a 7" testing monitor designed for those looking to 
test cabling and the installation of different components. This monitor is useful 
where displays are in a remote location or not yet present.

• 7" TFT testing panel 
• HDMI 1.3b 
• Accepts TV resolutions up to 1080p and computer resolutions up to 1920x1200
• Built in speaker
• Manual panel button control or IR remote control 
• Menu button to access new features 
• Adjustable Contrast and Brightness levels
• Selectable EDID Modes

Features:

• 7" PRO HDMI, DVI, VGA and Component Testing Display 
• Supports Resolutions from 640x480 to 1920x1200 and 480p to 1080p 
• HDMI 1.3c input which is fully compatible with DVI and able to accept all VESA 
  DVI Resolutions 
• HD15 input for testing VGA signals and component signals (VGA to Component 
  Adapter is included) 
• Professional Quality Display, offers great brightness and contracts
• Capable of 3D testing, when 3D content is being sent, the monitor will display a 
  message "3D Content is being Received" 
• Built-in Speakers 
• Manual panel button control

Features:

7" HD MONITOR WITH HDMI INPUT

MODEL: DIS7-PROHD 
The Atlona AT-DIS7-PROHD is a 7" testing monitor designed for those 
looking to test cabling and the installation of different components. This 
monitor is useful where displays are in a remote location or not yet present.

7" PRO HD MONITOR WITH HDMI, VGA AND COMPONENT INPUTS (UP TO 1080P OR 1920X1200)

MODEL: AT-3GSDI500

• Supported output video resolution:
  SD-SDI: NTSC 525 @60Hz, PAL 625 @50Hz
  HD-SDI: 720p @50Hz, 59.94Hz, 60Hz
  1080i @50Hz, 59.94Hz, 60Hz
  1080p @23.98Hz, 24Hz, 25Hz, 29.97Hz, 30Hz
  3G-SDI: 1080p@50Hz, 59.94Hz, 60Hz
• Supported output audio format: SMPTE 291M, 
  SMPTE 299M (8 channel audio, audio group can be adjusted 
• Bit rate 
  SD-SDI: 270Mbps
  HD-SDI: 1.485Gbps, 1.4835Gbps
  3G-SDI: 2.97Gbps, 2.967Gbps
• Video Patterns 
  100% Color Bars, Borderline, Random Noise, Check Field, Black, 
  Vertical Lines, Black /White alternate fields, Full Grey / Full White, Black to White Gradient, Random Generator for all still patterns, moving squares    
  White noise, Inverse effect with still pattern, Scrolling Title (see Appendix for illustrations)
• Supports HDMI bypass mode
• Save settings to memory option
• ANC data: EDH (RP-165), SMPTE 352M, SMPTE291M
• Control: By LCM & Panel Buttons

Features:

 3G/HD/SD-SDI PATTERN GENERATOR

www.atlona.com | toll free: 1-877-536-397653

NEWNEW

NEWNEW



Testing Equipment   >  Tool kits

Features:

Generators  >  HDMI Generators

MODEL: HD800

 ATLONA PORTABLE HDMI 1.4 GENERATOR

 TOOL KIT
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description

Testing Kit Includes AT-DIS7-HD, AT-HD800 and Pelican Case  

Testing Kit Includes AT-DIS7-PROHD, AT-HD800 and Pelican Case  

Testing Kit Includes AT-DIS7-PROHD, AT-HD800, HDSync 
and Battery for Monitor and Pelican Case

model

KIT-HD1  

KIT-PROHD2  

KIT-PROHD3 

NEWNEW

Connection diagram: Pass-Through

HDMI cable HDMI cable

A/V Rack Display

• Battery Operated, Portable Size 
• 13 Testing Patterns plus three 3D patterns
• Computer Testing resolutions: VGA,SVGA, XGA, SXGA, WUXGA
• HDTV Testing Resolutions: 480i, 576i, 480p,576p, 720p (50/60Hz), 1080i (50/60 Hz), 1080p (24/50/60Hz)
• 3D HDTV Testing: 720p (50/60Hz), 1080p 24Hz
• 2-channel LPCM for Audio testing
• EDIT Reading Function
• Dual HDMI ports, for sours and display
• Batteries, Power supply and rubber casing included

HDMI cable

Display

Connection diagram: Direct Connection






