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Amplifi ers

VGA Amplifi ers

SDI Amplifi ers

1x2 VGA Distribution Amplifi er 
with Audio and Constant Power ON 

Model: AT-VGA12A

1x4 VGA Distribution Amplifi er with 
Audio and Constant Power ON 

Model: AT-VGA14A

1x8 VGA (RGBHV) Distribution Amplifi er 
Model: AT-VGA18A

1x6 SDI/HD-SDI / 
3G HD-SDI Distribution Amplifi er 

Model: AT-3GSDI-16

(also available in 1x4)

Key features:
•   Supports high video bandwidth up to 3Gbps  
•   Splitter supports all major SDI formats:
     (SMPTE 292M) 3G HD-SDI  
     (SMPTE 292M) HD-SDI 
     (SMPTE 424M) SD SDI
•   SDI cable Equalization     
•   Provides automatic input cable equaliza-
     tion up to 1000ft (300m) 

Features an industry fi rst:
    Atlona’s Triple Redundant and Isolated Power (T.R.I.P)  
    Unit is powered by three different ways: 
-   Self powered (via VGA Cable), 
    USB power for 2k resolutions, 
    and separate 5V DC power input  
-   Excellent for Mission Critical applica-
    tions where redundant power sup-
    plies are a must 
         ..................................................

•   Plug & Play - no drivers or software required  
•   Connects up toup to 8 displays with ability 
     to daisy-chaining
•   Supports VGA 2K resolution
•   Supports up to 8 displays with ability to 
     daisy-chain 
•   Stereo audio via 1/8” audio 
•   Easy installation  
•   Brackets included for mounting
•   Perfect for any Commercial Applications
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Extenders

CAT 5/6/7 Extenders

Fiber Optic Extenders

• VGA Extenders

Key features:
•   Available in a Passive wallplate, 
     and Passive Balun confi guration. 
•   All Atlona VGA extenders transmit 
     stereo analog audio
•   Passive models transmit up to 1280x1024;
•   Atlona’s Signature model:  
     AT-VGA-RS300SRS transmit up to1000ft.

• DVI Extenders

Key features:
•   DVI Extender models are full HDCP 
     compliant, and transmit resolutions 
     up to 2560x1600 
•   DVI model’s receiving unit can learn
     EDID information for DVI/HDMI display device
•   Passive and Active models available

Key features:
•   Extends up to 1200ft (400M) 
     over a single fi ber line
•   Support Multi-rate 
     3G/HD/SD-SDI Signal
•   Video Over Fiber
•   Video Pathological Test Code  
     Compliant
•   Latch-Locking Power  Connector
•   Compatible for either Multimode  
     or Singlemode Fiber
•   US made product

• Receivers
VGA with Stereo Audio

 Extenders  over Cat5/6 up to 125ft 
Model: AT-AVGA-SR

  VGA with Stereo Audio 
CAT5 Extender with CAT5 loop-outs  

Model: AT-VGA300RL

 Dual Link Support
Model: AT-DVID30SR

 Model: AT-3GSDI20SR

  Model: AT-4VGA300SL

  Model: AT-2VGA300SL

  Model: AT-DVI15SRS
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Extenders | Converters & Scalers

Converters

Fiber Optic Extenders

Key features:
•    Absolutely no latency
•    Audio Output, in case the display is 
      DVI and audio needs to be sent separately  
•    Supports Pure 3G SDI with audio up to 8-channel 
•    Supports all 3G, HD and standard  SD formats 
      (425M Level A & B, 424M, 292M, 259M-C) 
•    Supports embedded Audio up to 8-channel 
•    SDI Loop-out perfect for connecting to a local display or 
      for daisy chaining
•    Stereo Audio output, perfect when DVI display is being used

Key features:
•   Extra Long Distance Extension up to 1500ft @1080p or 1920x1200

•   EDID and HDCP Support, user will not have to deal with learning EDID ( HDMI or DVI ) 

•   High Resolution Video, Audio, EDID and HDCP can be handled though a single fi ber cable

•   3D Support, certifi ed to pass all seven 3D formats

•   Interchangeable with variety of receiver modules whether wall plate, box or miniature style (HDMI or DVI)

•   UL Class A Certifi ed, required by high class government and medical installations

•   Built in Equalizer, allows user to use modules in between switchers/splitters and other equipment of that sort

•   Perfect for Commercial, Government and medical Installations or for high-end residential.

•   Made in USA

3G-SDI/HD-SDI/SD-SDI to HDMI 
with Stereo Audio Converter  

Model: AT-3GSDI-HD2

 Otput Video Senders  Receivers  Input Video

  Model: AT-DVIF20S   Model: AT-DVIF20R

  Model: AT-DVIFW10R

  Model: AT-HDF20R

  Model: AT-HDFW10R

  Model: AT-RGBF30S-IR

  Model: AT-DVIFW10S

  Model: AT-HDF20S

  Model: AT-HDFW10S

  Model: AT-RGBF30R-IR

Connection
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Converters & Scalers

Signal Generators
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VGA ( PC ) to Component 
/Composite /S-Video Converter

Model: AT-PC-AVSCOMP

          DVI EDID Capture Recorder/Writer
 with Serial Control 
Model: AT-DVISync

VHDMI to 3G/HD/SD-SDI Converter
Model: AT-HD-3GSDI

 8-input 2-output Professional Video Scaler
Model: AT-PRO82

3G/HD/SD-SDI Pattern Generator Supports up to1080p 
Model: AT-3GSDI500

VPC/Component to HDMI 
Scaler with local PC/Component output

Model: AT-HD510VGA

VGA ( PC ) to Component 

Key features:
Advanced SDI pattern generator with multi-format (3G/HD/SD) and multi-pattern support. 
Besides still and moving video test patterns, other features such as audio (SMPTE-291M) are also provided.


