










Generators  >  3G/HD/SD SDI Generators

Monitors 

MODEL: AT-DIS7-HD

The Atlona AT-DIS7-HD is a 7" testing monitor designed for those looking to 
test cabling and the installation of different components. This monitor is useful 
where displays are in a remote location or not yet present.

• 7" TFT testing panel 
• HDMI 1.3b 
• Accepts TV resolutions up to 1080p and computer resolutions up to 1920x1200
• Built in speaker
• Manual panel button control or IR remote control 
• Menu button to access new features 
• Adjustable Contrast and Brightness levels
• Selectable EDID Modes

Features:

• 7" PRO HDMI, DVI, VGA and Component Testing Display 
• Supports Resolutions from 640x480 to 1920x1200 and 480p to 1080p 
• HDMI 1.3c input which is fully compatible with DVI and able to accept all VESA 
  DVI Resolutions 
• HD15 input for testing VGA signals and component signals (VGA to Component 
  Adapter is included) 
• Professional Quality Display, offers great brightness and contracts
• Capable of 3D testing, when 3D content is being sent, the monitor will display a 
  message "3D Content is being Received" 
• Built-in Speakers 
• Manual panel button control

Features:

7" HD MONITOR WITH HDMI INPUT

MODEL: DIS7-PROHD 
The Atlona AT-DIS7-PROHD is a 7" testing monitor designed for those 
looking to test cabling and the installation of different components. This 
monitor is useful where displays are in a remote location or not yet present.

7" PRO HD MONITOR WITH HDMI, VGA AND COMPONENT INPUTS (UP TO 1080P OR 1920X1200)

MODEL: AT-3GSDI500

• Supported output video resolution:
  SD-SDI: NTSC 525 @60Hz, PAL 625 @50Hz
  HD-SDI: 720p @50Hz, 59.94Hz, 60Hz
  1080i @50Hz, 59.94Hz, 60Hz
  1080p @23.98Hz, 24Hz, 25Hz, 29.97Hz, 30Hz
  3G-SDI: 1080p@50Hz, 59.94Hz, 60Hz
• Supported output audio format: SMPTE 291M, 
  SMPTE 299M (8 channel audio, audio group can be adjusted 
• Bit rate 
  SD-SDI: 270Mbps
  HD-SDI: 1.485Gbps, 1.4835Gbps
  3G-SDI: 2.97Gbps, 2.967Gbps
• Video Patterns 
  100% Color Bars, Borderline, Random Noise, Check Field, Black, 
  Vertical Lines, Black /White alternate fields, Full Grey / Full White, Black to White Gradient, Random Generator for all still patterns, moving squares    
  White noise, Inverse effect with still pattern, Scrolling Title (see Appendix for illustrations)
• Supports HDMI bypass mode
• Save settings to memory option
• ANC data: EDH (RP-165), SMPTE 352M, SMPTE291M
• Control: By LCM & Panel Buttons

Features:

 3G/HD/SD-SDI PATTERN GENERATOR
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Testing Equipment   >  Tool kits

Features:

Generators  >  HDMI Generators

MODEL: HD800

 ATLONA PORTABLE HDMI 1.4 GENERATOR

 TOOL KIT
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description

Testing Kit Includes AT-DIS7-HD, AT-HD800 and Pelican Case  

Testing Kit Includes AT-DIS7-PROHD, AT-HD800 and Pelican Case  

Testing Kit Includes AT-DIS7-PROHD, AT-HD800, HDSync 
and Battery for Monitor and Pelican Case

model

KIT-HD1  

KIT-PROHD2  

KIT-PROHD3 

NEWNEW

Connection diagram: Pass-Through

HDMI cable HDMI cable

A/V Rack Display

• Battery Operated, Portable Size 
• 13 Testing Patterns plus three 3D patterns
• Computer Testing resolutions: VGA,SVGA, XGA, SXGA, WUXGA
• HDTV Testing Resolutions: 480i, 576i, 480p,576p, 720p (50/60Hz), 1080i (50/60 Hz), 1080p (24/50/60Hz)
• 3D HDTV Testing: 720p (50/60Hz), 1080p 24Hz
• 2-channel LPCM for Audio testing
• EDIT Reading Function
• Dual HDMI ports, for sours and display
• Batteries, Power supply and rubber casing included

HDMI cable

Display

Connection diagram: Direct Connection






